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STADIUM SERIES

STADIUM 1000W
Product Code: LVN-400-PRJ1000STD

1000W LED Stadium Projector.

Product Code
Body 

Power
Input Voltage Range

Power Factor
Total Harmonic (I)

LED Pieces
Lumen

Color Temperature
Color Rendering Index ( CRI )

LED (LM80) Life
DIMM

Operating Temperature
Lighting Angle

IP Class
Insulation Class

Front Side
Vertical Adjust Angle

Weight
Dimensions

Warranty Period

• EN 60598-1
• EN 60598-2-5
• LM 79
• LM 80 & TM 21
• CE

Standards / 

MODEL I
LVN-400-PRJ1000STD 
Aluminum Injection
1000W
100-277 AC 50/60Hz
0,98
<4%
400 High Power / 5050 / 3535
136433*
3000-4000-5000-6500K
70 Ra / 80 Ra / 90 Ra / TLCI
L70B10@85°C >102Kh
1-10V/DALI/DMX/STD Option
-30 / +50 °C
7°- 15°- 30°- 60°- 90°- 120°- 30° x 90°
IP 66
Class I
4mm Tempered Glass
0° - 135°
33 kg
656 x 847 x 173 mm
3 / 5 year

08.1.3.1 STADIUM LIGHTING

RAL 9005

eng��r�g!

mühendisligi!-
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General Features 

• Perfect Mold Design, Integrated Pressure Die-Casting Aluminum.

• Impeccable Surface Quality and Excellent Design.

• Slim-Sleek Wingless Structure, Excellent Heat Dissipation.

• Key or Tool-Free Access.

• 

• Standard Deviation Color Matching SDCM MacAdam<5.

• Lens Light Distribution; IESNA Type II or Type III.

• Smart Lighting Infrastructure with optional NEMA & ZHAGA Socket.

• 1-10V / DALI / D4i or Intelligent Timed Dimming.

• LED Driver Thermal Protection.

• Robotic Electrostatic Powder Coating.

• Paint Code (RALXXXX) that can be changed upon customer request.

• IK10 Aluminum Body.

• IK08 4mm Tempered Glass.

• Optional 10kV/20kV external SPD.

Applications / Uygulamalar

• Park & Garden Lighting / 

• Wallking Path Lighting / 

• Sidewalk Lighting / 

• Landscape Area Lighting / 

• Parking Lot Lighting / 

08.1.4 PARK & GARDEN LIGHTING JUPITER SERIES

.
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MIDDLE ARM SIDE ARM
Product Code: LVN-24/36-PGXXJPT

Center armed, pole connection diam-
eter 60mm, 40-75W Park Garden Lu-
minaire.

Product Code: LVN-24/36-PGXXJPT-SA

Side armed, pole connection diameter 
76mm, 40-75W Park Garden Luminaire.

08.1.4 PARK & GARDEN LIGHTING JUPITER SERIES

• EN 60598-1
• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

• EN 60598-1
• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

Standards Standards 

Product Code
Smart Management

Body 
Power

Input Voltage Range
Power Factor

Total Harmonic(I)
LED Pieces

Lumen
Color Temperature

Color Rendering Index ( CRI )
LED (LM80) Life

DIMM
SPD

Operating Temperature
Lighting Curve

IP Class
Insulation Class

Front Side
Arm Diameter

Weight
Dimensions

Warranty Period

Product Code
Smart Management

Body 
Power

Input Voltage Range
Power Factor

Total Harmonic(I)
LED Pieces

Lumen
Color Temperature

Color Rendering Index ( CRI )
LED (LM80) Life

DIMM
SPD

Operating Temperature
Lighting Curve

IP Class
Insulation Class

Front Side
Arm Diameter

Weight
Dimensions

Warranty Period

MODEL I
LVN-24-PG40JPT-MA 
NEMA/Zhaga Option
Aluminum Injection
40W
170-264 AC 50/60Hz
0,98
<4%
24 High Power
5994*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
DALI Option
10kV/20kV Option
-30 / +50 °C
Type II / Type III
IP 66
Class I
4mm Tempered Glass
60mm
4,8 kg
460 x 194 mm
3 / 5 years

MODEL I
LVN-24-PG40JPT-SA 
NEMA/Zhaga Option
Aluminum Injection
40W
170-264 AC 50/60Hz
0,98
<4%
24 High Power
5994*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type  III
IP 66
Class I
4mm Tempered Glass
76 mm
6,4 kg
460 x 515 mm
3 / 5 year

MODEL II
LVN-24-PG60JPT-MA
NEMA/Zhaga Option
Aluminum Injection
60W
100-277 AC 50/60Hz
0.98
<3%
24 High Power
8136*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type III
IP 66
Class I
4mm Tempered Glass
60mm
5 kg
460 x 194 mm
3 / 5 years

MODEL II
LVN-24-PG60JPT-SA
NEMA/Zhaga Option
Aluminum Injection
60W
100-277 AC 50/60Hz
0.98
<3%
24 High Power
8136*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type  III
IP 66
Class I
4mm Tempered Glass
76 mm
6,5 kg
460 x 515 mm
3 / 5 year

MODEL III
LVN-36-PG75JPT-MA
NEMA/Zhaga Option
Aluminum Injection
75W
100-277 AC 50/60Hz
0.99
<3%
36 High Power
10602*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type III
IP 66
Class 1
4mm Temperled Glass
60mm
5 kg
460 x 194 mm
3 / 5 years

MODEL III
LVN-36-PG75JPT-SA
NEMA/Zhaga Option
Aluminum Injection
75W
100-277 AC 50/60Hz
0.99
<3%
36 High Power
10602*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type  III
IP 66
Class 1
4mm Tempered Glass
76 mm
6,5 kg
460 x 515 mm
3 / 5 year

RAL 9005

RAL 9005
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DOUBLE ARM
Product Code: LVN-24/36-PGXXJPT-DA

Double console, pole connection diameter 
76mm, 40-75W Park Garden Luminaire. • EN 60598-1

• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

Standards 

Product Code
Smart Management

Body 
Power

Input Voltage Range
Power Factor

Total Harmonic(I)
LED Pieces

Lumen
Color Temperature

Color Rendering Index ( CRI )
LED (LM80) Life

DIMM
SPD

Operating Temperature
Lighting Curve

IP Class
Insulation Class

Front Side
Arm Diameter

Weight
Dimensions

Warranty Period

MODEL I
VN-24-PG40JPT-DA 
NEMA/Zhaga Option
Aluminum Injection
40W
170-264 AC 50/60Hz
0,98
<4%
24 High Power
5994*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type  III
IP 66
Class I
4mm Tempered Glass
76 mm
5,7 kg
460 x 453 mm
3 / 5 year

MODEL II
LVN-24-PG60JPT-DA
NEMA/Zhaga Option
Aluminum Injection
60W
100-277 AC 50/60Hz
0.98
<3%
24 High Power
8136*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type  III
IP 66
Class I
4mm Tempered Glass
76 mm
5,9 kg
460 x 453 mm
3 / 5 year

MODEL III
LVN-36-PG75JPT-DA
NEMA/Zhaga Option
Aluminum Injection
75W
100-277 AC 50/60Hz
0.99
<3%
36 High Power
10602*
2200-3000-4000K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI Option
10kV/20kV Option
-30 / +50 °C
Type  II / Type  III
IP 66
Class 1
4mm Tempered Glass
76 mm
5,9 kg
460 x 453 mm
3 / 5 year

51

08.1.4 PARK & GARDEN LIGHTING

RAL 9005

wi� Lav� light!

parlay� çözümler!
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INDOOR
LIGHTING

08.2
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08. 2 INDUSTRIAL LIGHTING

General Features 

•  Perfect Mold Design, Integrated Pressure Die-Casting Aluminum. /

•   Flat-Elegant Design, Excellent Heat Dissipation. / 

• Slim-Elegant Structure, Excellent Heat Dissipation. /

• 

• SDCM (Standard Deviation Colour Matching) <5.
/ 

• Beam Angle ; 30°- 60°- 90°- 120°- Type II-Type III / 

• 1-10V / DALI / D4i / Smart Timer Dimming. / 

• LED Driver Thermal Protection. /

• Robotic Electrostatic Powder Coating. / 

• Paint Code RALXXXX, Customizable Upon Request. / 

• IK10 Aluminum Body. /

• IK08 Tempered Glass. / 

• Our Products are Brand and Design Registered. / 

UFO SERIES
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08. 2.1 INDUSTRIAL LIGHTING

HB 100
Product Code: LVN-36-HB100UFO

Industrial Lighting Series 100W • EN 60598-1
• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

Standards / 

Product Code
Body 

Power
Input Voltage Range

Power Factor
Total Harmonic (I)

LED Pieces
Lumen

Color Temperature
Color Rendering Index ( CRI )

LED (LM80) Life
DIMM

Operating Temperature
Lighting Angle

IP Class
Insulation Class

Front Side
Weight

Dimensions
Warranty Period

MODEL I
LVN-36-HB100UFO
Aluminum Injection
100W
100-277 AC 50/60Hz
0,96
<8%
36 High Power / 5050
15307*
3000-4000-5000-6500K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI/STD Option
-30 / +50 °C
30° - 60° - 90°-120°-Type II / Type III
IP 65
Class I
4mm Tempered Glass
2,5 kg
290 x 164 mm
3 / 5 year

Applications / Uygulamalar

• Factory Lighting / 

• Warehouse-Stock Lighting / 

• Indoor Sports Hall Lighting / 

• Production Areas Lighting / 

• Shopping Mall - Supermarket Lighting / 

• 

• Shipyard Lighting /

UFO SERIES

HB 150
Product Code:  LVN-64-HB150UFO

Industrial Lighting Series 150W

Product Code
Body 

Power
Input Voltage Range

Power Factor
Total Harmonic (I)

LED Pieces
Lumen

Color Temperature
Color Rendering Index ( CRI )

LED (LM80) Life
DIMM

Operating Temperature
Lighting Angle

IP Class
Insulation Class

Front Side
Weight

Dimensions
Warranty Period

• EN 60598-1
• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

Standards / 

MODEL I
LVN-64-HB150UFO
Aluminum Injection
150W
100-277 AC 50/60Hz
0,96
<8%
64 High Power / 5050
23100*
3000-4000-5000-6500K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI/STD Option
-30 / +50 °C
30° - 60° - 90°-120°-Type II / Type III
IP 65
Class I
4mm Tempered Glass
3,5 kg
362 x 166 mm
3 / 5 year

Applications / Uygulamalar

• Factory Lighting / 

• Warehouse-Stock Lighting / 

• Indoor Sports Hall Lighting / 

• Production Areas Lighting / 

• Shopping Mall - Supermarket Lighting / 

• 

• Shipyard Lighting /

RAL 9005 RAL 9005

6565
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HB 200
Product Code: LVN-80-HB200UFO

Industrial Lighting Series 200W

Product Code
Body 

Power
Input Voltage Range

Power Factor
Total Harmonic (I)

LED Pieces
Lumen

Color Temperature
Color Rendering Index ( CRI )

LED (LM80) Life
DIMM

Operating Temperature
Lighting Angle

IP Class
Insulation Class

Front Side
Weight

Dimensions
Warranty Period

MODEL I
LVN-80-HB200UFO
Aluminum Injection
200W
100-277 AC 50/60Hz
0,96
<8%
80 High Power / 5050
30559*
3000-4000-5000-6500K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
1-10V/DALI/STD Option
-30 / +50 °C
30° - 60° - 90°-120°-Type II / Type III
IP 65
Class I
4mm Tempered Glass
4,3 kg
400 x 174 mm
3 / 5 year

Applications / Uygulamalar

• Factory Lighting / 

• Warehouse-Stock Lighting / 

• Indoor Sports Hall Lighting / 

• Production Areas Lighting / 

• Shopping Mall - Supermarket Lighting / 

• 

• Shipyard Lighting /

• EN 60598-1
• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

Standards / 

65
URANUS 30/40/60W
Product Code: LVN-XX-ETNXXURN

30W-40W-60W Uranus Series LED Etange Luminaire

Applications / Uygulamalar

• Factory Lighting / 

• Warehouse-Stock Lighting / 

• Indoor Sports Hall Lighting / 

• Production Areas Lighting / 

• Shopping Mall - Supermarket Lighting / 

• 

• Shipyard Lighting /

General Features 

• Aluminum Extrusion Body / 
• Flawless Surface Quality And Excellent Design / 

• Elegant Design, Excellent Heat Dissipation /
• 
• 
• Optional DALI DIMM / 
• Led Driver Thermal Protection / 
• Fast And Easy Assembly / 
• Our Products Are Brand And Design Registered /

Product Code
Body 

Power
Input Voltage Range

Power Factor
Total Harmonic

LED Pieces
Lumen

Color Temperature
Color Rendering Index ( CRI )

LED (LM80) Life
DIMM

Operating Temperature
Lighting Angle

Insilation Class
Front Side

Weight
Dimensions

Warranty Period

ETANGE LED LUMINAIRE

• EN 60598-1
• EN 60598-2-1
• LM 79
• LM 80 & TM 21
• CE

Standards / 

MODEL I MODEL II MODEL III 
LVN-72-ETN30URN 
Aluminum Extrusion
32W
198-264 AC 50/60Hz
0,96
<10%
72 Middle Power
3928
3000-4000-6500K
70 Ra / 80 Ra (Option)
>50.000 Hour
DALI Option
-30 / +50 °C
120°
Class I

0,857 kg
56 x 610 x 63 mm
3 / 5 year

LVN-144-ETN40URN
Aluminum Extrusion
43W
198-264 AC 50/60Hz
0.97
<10%
144 Middle Power
5357
3000-4000-6500K
70 Ra / 80 Ra (Option)
>50.000 Hour
DALI Option
-30 / +50 °C
120°
Class I

1,3 kg
56 x 1210 x 63 mm
3 / 5 year

LVN-180-ETN60URN
Aluminum Extrusion
57W
198-264 AC 50/60Hz
0.97
<8%
180 Middle Power
6696
3000-4000-6500K
70 Ra / 80 Ra (Option)
>50.000 Hour
DALI Option
-30 / +50 °C
120°
Class I

1,53 kg
56 x 1510 x 63 mm
3 / 5 year

08. 2.1 INDUSTRIAL LIGHTING

RAL 9005
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08.3    SOLAR LIGHTING

Solar Light�g

Solar Aydınlatma

General Features 

•  New Technology Aluminum Mold and Injection Technique. / 

•  Perfect Surface Quality and Excellent Design. / 

• Excellent Heat Dissipation. /

• 

• Standard Deviation Color Matching SDCM MacAdam<5. / 

• Lens Light Distribution; IESNA Type II or Type III / 

• Integrated Monocrystalline Solar Panel / 

• MPPT Solar Charge Controller. /

• Robotic Electrostatic Powder Coating. / 

• Paint Code RALXXXX, Customizable Upon Request. / 

• IK10 Aluminum Body /

• LiFePO4 Batarya / 

ALL IN ONE

A � One
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AIO 15
Product Code:LVN-28-SSL15SHE

The Sunshine series is the 15W small model of the 
all-in-one series.

• EN 60598-1
• EN 61215 & EN 61730
• LM 79
• LM 80 & TM 21
• CE

Applications / Uygulamalar

• Road and Street Lighting / 

• Park-Garden Lighting / 

• Walkways Lighting / 

• Wide Area Lighting /

Product Code
Body 

Solar Panel Power
LED Power

Battery Voltage
Battery Type

Battery Capacity 
LED Pieces

Lumen
Color Temperature

Color Rendering Index( CRI )
LED (LM80) Life
Operating Mode

 
 

Operating Temperature
Lighting Curve

IP Class
Front Side

Vertical Adjust
Weight

Dimensions
Warranty Period

MODEL I
LVN-28-SSL15SHE
Alüminyum Enjeksiyon
15 W / Monocrystalline
15W
12,8V
LiFePO4
6000 mAh
28 High Power / 5050
2200*
3000-4000-5000-6500K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
Microwave Motion Sensor
Smart Timer DIMM
Sun / Dusk to Dawn 
-30 / +50 °C
Type II / Type III
IP 65
IP 66 PMMA Lens
0° - 90°
2,3 kg
200 x 574 x 90 mm
2 year

573.29

57.9589.95

492.00

200.00

90

0

90

cd/1000Lm

C0-C180

C90-C270

6060

30 30

• EN 60598-1
• EN 61215 & EN 61730
• LM 79
• LM 80 & TM 21
• CE

Standards / 

ALL IN ONE / SERIES

AIO 30
Product Code: LVN-56-SSL30SHE

The Sunshine series is the 30W large model of the all-in-
one series.

Applications / Uygulamalar

• Road and Street Lighting / 

• Park-Garden Lighting / 

• Walkways Lighting / 

• Wide Area Lighting /

Product Code
Body 

Solar Panel Power
LED Power

Battery Voltage
Battery Type

Battery Capacity 
LED Pieces

Lumen
Color Temperature

Color Rendering Index( CRI )
LED (LM80) Life
Operating Mode

 
 

Operating Temperature
Lighting Curve

IP Class
Front Side

Vertical Adjust
Weight

Dimensions
Warranty Period

MODEL I
LVN-56-SSL30SHE
Alüminyum Enjeksiyon
20 W / Monocrystalline
30W
12,8V
LiFePO4
12000 mAh
56 High Power / 5050
3850*
3000-4000-5000-6500K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
Microwave Motion Sensor
Smart Timer DIMM
Sun / Dusk to Dawn  
-30 / +50 °C
Type II / Type III
IP 65
IP 66 PMMA Lens
0° - 90°
3,5 kg
200 x 753 x 92 mm
2 year

645.00

752.91

20
0.

00

64.95
91.57

90

0

90

cd/1000Lm

C0-C180

C90-C270

6060

30 30

08.3.1 SOLAR LIGHTING

SUNSHINE SERIES

RAL 7040 RAL 7040

Standards / 
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08.3.2 SOLAR LIGHTING

SUNRISE 40W
Product Code: LVN-36-SSL40SNR-TO

40W LED Module, MPPT Charging Controls and LiFePO4 
Battery together, solar panel is a separate system. Includes 
Microwave motion sensor.

• EN 60598-1
• EN 60598-2-3
• EN 61215 & EN 61730
• LM 79
• LM 80 & TM 21
• CE

Standards / 

TWO IN ONE

SUNRISE SERIES

Product Code
Body 

Solar Panel Power
LED Power 

Battery Voltage
Battery Type

Battery Capacity 
LED Pieces

Lumen
Color Temperature

Color Rendering Index
LED (LM80) Life
Operating Mode

 
 

Operating Temperature
Lighting Curve

IP Class
Front Side

Luminaire Vertical Adjust
PV Horizontal Adjust

PV Vertical Adjust
Weight

Dimensions
Warranty Period

MODEL I
LVN-36-SSL40-TO
Aluminum Injection
65 W / 85W / 125W Mono
40W
12,8V / 25,6V
LiFePO4
12Ah / 24Ah / 42Ah / 60Ah
36 High Power / 3535
6100*
3000-4000-5000-6500K
70 Ra / 80 Ra (Option)
L70B10@85°C >102Kh
Microwave Motion Sensor
Smart Timer DIMM
Sun / Dusk to Dawn 
-30 / +50 °C
Type II / Type III
IP 66
4mm Tempered Glass
0° - 5° - 10° - 15° - 90°
360°
180°
4,3 kg
240 x 613 x 109 mm
2 year

Applications / Uygulamalar

• Road and Street Lighting / 

• Park-Garden Lighting / 

• Walkways Lighting / 

• Wide Area Lighting /

09 TECHNICAL INFORMATION

RAL 7035

65
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10 CONTACT

+90 312 267 56 57

info@lavinlight.com

Ahi Evran OSB Mah. Anadolu Cad.
No: 25/2 Sincan/Ankara

www.lavinlight.com




